
ACT MODEL ‘LGE’ SEPARATION SLEEVE

The model ‘LGE’ Separation Sleeve is a Top No-Go device which is run on wireline and 

designed to be landed and set in the type ‘L’  sliding sleeve. These are equipped with two 

packing assemblies, that seal off the upper and lower seal bore of sliding sleeve, 

Therefore isolating the sleeve ports. Production can be maintained by producing the well 

through the inside diameter of the tool. The separation Sleeve is also designed with an 

internal equalizing plug to equalize pressure before retrieving.

SPECIFICATION GUIDE ( Inches & Metric)

 Size Seal Bore  Size Max O.D.  To Run   To Equalize   To Pull 

 in. Size  in. “C-1” Running  “N-1” ‘A’   ‘A’   Pulling  “N-1”

     Tool  Shank Guide  Prong  Tool  Probe

  1.78 1,78 1.865    40RB17

 2.3/8 1.812 1.81  2.3/8 2.3/8 1/2 40SB1 2.3/8

  1.875 1.87 1.928    JUC-TD15185

        JDC-TD15169

 2.7/8 2.25 2.25 2.302 2.7/8 2.7/8 1/2 40RB18 2.7/8

  2.31 2.31 2.365    40SB2

        JUC-TD15189

        JDC-TD15171

 3.1/2  2.75 2.75 2.802 3.1/2 3.1/2 5/8 40RB19 3.1/2

  2.812 2.81 2.865    40SB9

        JDC15181

        JUC15191

 4.1/2 3.688 3.68 3.740 4.1/2 4.1/2 5/8 40RB20 4.1/2

  3.812 3.81 3.875    40SB10

        JDC15183

        JUC15193
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