
MANIFOLDS / UNITIZED WELL CONTROL HEAD / DATA HEADER

3.1/16” x 10000 PSI CWP

Construction :  

Skid mounted - Unitized type.

Suitable for H2S Service asper NACE MR - 01- 75.

Complete with two side outlets one for connection to 

Kill line & other for production testing.

Choke Manifold

3.1/8” x 5000 PSI CWP - 3.1/16” X 100000 PSI CWP

Construction : 

Skid mounted suitable for H2S Service asper NACE 

MR-01-75.

Complete with 4-5 Gate Valves / Adjustable & Positive 

Chokes, 3” Thru bore.

With provision for measuring pressure, temperature & 

sampling both Upstream & Downstream of chokes.

Eruption Manifold

2.1/16 x 5000 PSI CWP - 3.1/8”X 5000 - 3.1/16” -10000 

PSI CWP

Construction : 

Skid mounted suitable for H2S Service asper NACE 

MR-01-75.

Complete with 8 Gate Valves / Adjustable & Positive 

Chokes, 2” / 3” Thru bore.

Or ienta t ion o f  Gate  Va lves,  Chokes asper  

customer requirement.

With provision for measuring pressure, temperature & 

sampling both Upstream & Downstream of chokes.

2” /3” /4”  5000 PSI  & 10000 PSI WP

3’ to  8’ Length

Material :  

Suitable for H2S Service asper NACE MR-01-75. 

With Union / Gray Lock End Connections.

Supplied with multiple ports  Plugged or Flanged at  

specified intervals and degrees.

Supplied with Thermowell , Pressure Gauges as  

required by customer.

Unitized Well Control Head

Data Header
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Gate Valves, Chokes, Manifolds, 
Wellheads & ‘X’-Mas Trees  




